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Abstract
This study is concerned with the adsorption of Congo red from solution on the surface
of Chaff. The adsorption isotherm is of L-curve type according to Giles classification and the
experimental data were best fitted to Langmuir isotherm model.
The adsorption phenomenon was examined as a function of temperature (25, 40, 55 oC). The
extent of adsorption of Congo red on Chaff was found to increase with the increase of
temperature (endothermic process). The basic thermodynamic functions have also been
calculated.
The effect of contact time was investigated and found that the adsorption process of
dye on Chaff surface reached complete equilibrium within 90 min. The maximum uptake of
Congo red by Chaff was found to be 92.9% at 25oC.
The kinetic data were well fitted to the Lagergren, pseudo-second order models. The results
indicated that adsorption process followed the second order model. This behavior was
discussed depending on the chemical structure of dye and Chaff surface.
The kinetics of dye adsorption was also studied in terms of intraparticle diffusion model. The
results indicated that intraparticle diffusion plays a significant role in the adsorption
mechanism.
Key word: Adsorption, Congo red, Chaff
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Introduction
Approximately one-half of the industrially produced organic chemicals reach the
global environment via direct and/or indirect routes; for example agricultural practices,
municipal and industrial wastes, and landfill effluents. These products include a variety of
organic compounds. When these substances reach the natural environment, various
degradation and transfer processes are initiated [1].
Major contaminants found in wastewater include biodegradable, volatile, and recalcitrant
organic compounds; toxic metals; microbial pathogens; and parasites causing deterioration of
the surrounding medium that can present a great danger to the environment and human health
[2-4]. Several studies have been undertaken on the toxicity of dyes and their impact on
ecosystems [5,6].
These studies show that certain dyes degrade and that their derived products can be
toxic and carcinogenic even at law concentrations [6]. Textile industries are the major
consumers of water, and they release a fair amount of color in their effluents.
Adsorption is a widely used method for the treatment of industrial wastewaters containing
colors, heavy metals and other inorganic and organic impurities [7-10]. The advantages of
adsorption are its simplicity of operation, low costs (compared to other separation processes),
and absence of sludge formation [11-13]. Liquid-phase adsorption has been used effectively
for the removal of dye form wastewater [9].
Sorption data are most often analyzed at equilibrium (or near-equilibrium) conditions.
Although concentrations of contaminants in soil, water, and other phases in natural systems
frequently deviate from those at equilibrium, the equilibrium data serve as an essential guide
to the direction of contaminant movement at a particular point in time and to the likely
consequence of an earlier contamination event. A comparison of the field data with
equilibrium values also enables one to elucidate whether a compartment (such as soil or
sediment) functions as a sink (to receive a given contaminant) or as a source (to release a
given contaminant) under specified conditions. Such information is often valued in the
characterization of a contamination site [14]. The aim of present work is to explore the
feasibility utilizing Chaff as adsorbent for Congo red dye. Equilibrium and kinetic analysis
were conducted to investigate the mechanism of dye adsorption and optimization of various
parameters in dye recovery.

Materials and Methods
Instruments
1- UV-Visible spectrophotometer, Shimadzu. PC1650, Japan.
2- Shaker water bath, K&K Scientific, Korea.
3- Centrifuge, CL008, Belgium.
4- Electronic Balance, Sartorius Lab., + 0.0001g, Germany.
5- pH-Meter, HANNA, Electronic Ltd, Romania

Materials
Congo red (Scheme (1)) was supplied by Fluka. Chaff was obtained from "Aldiwaniyah Grain silo".

Methodology
Chaff in powder forms was washed with excessive amounts of distilled water; several
washings were performed to remove dust and soluble materials. The powder was then dried
under sunlight and in an oven at 120oC for a period of 1.5 hours and kept in airtight
containers. Chaff surface was ground and sieved to a particle size of 150µm. Wavelength of
maximum absorbance (lmax) for dye was selected, and found 495nm. This value was utilized
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for estimation of quantity of dye adsorbed.
Solutions of different concentrations of dye were prepared by serial dilution. Absorbance
values of these solutions were measured at the selected (lmax) value for dye and plotted against
the concentration values. The calibration curve in the concentrations range that falls in the
region of applicability of Beer-Lambert's law was employed.
The adsorption isotherms were determined by shaking 0.2 g of Chaff into 10 ml dye solutions,
having concentrations ranging from 1 x 10-5 - 15 x 10-5M at pH ≈ 6.8. After 90 min. of
shaking, the suspensions were centrifuged at 3000 rpm for 10 min. The dye concentration was
determined spectrophotometrically.
The quantity of dye adsorbed was calculated according to the following equation [15]:Qe =
………………… (1)
x V (Co − Ce )
Where:
Qe: sorption capacity (mg/g).
x: the quantity adsorbed (mg).
m: weight of adsorbent (g).
Co: initial concentration (mg/L).
Ce: equilibrium concentration (mg/L).
V: volume of solution (L).

m

=

m

Thermodynamic Parameters of Adsorption

Adsorption experiment was repeated in the same manner at temperatures of 25, 40 and 55oC
to estimate the basic thermodynamic functions.

Kinetic Studies
Effect of contact time was determined by adding 0.2gm of adsorbent into 10ml dye
solution, with initial concentration (34 ppm) under shaking. The temperature of solution was
held constant at 25oC with a thermostatic shaker. After different time intervals, the solutions
were centrifuged and volumes of 3ml supernatant were taken for spectrophotometrically
measurements of dye content.

Results and Discussion

The adsorption isotherm of Chaff for the dye at temperature (25˚C) and pH ≈ 6.8 is shown in
Figure (1), where the quantities adsorbed on Chaff are plotted as a function of equilibrium
concentration. The results showed an increase in adsorptive capacities of Chaff as the
concentration of Congo red increased. The capacity of adsorption depends on several
parameters such as the specific surface area, the expansible character, the mobility of dye
molecules in the liquid phase and in the interior of the solid, and the forces of attraction
between the surface of the solid and the molecules of dye [16,17]. The coulombic forces
between dye species and negatively charged Chaff in water are the major interactions which
affect the adsorption of dye on the chaff.
The shapes of Congo red adsorption isotherms were found to coincide with the L-type
isotherm reported by Giles et al. [18]. L-shaped adsorption isotherm indicates the adsorbed
solute molecules are most likely being adsorbed in a flat geometry, which is based on the
assumption of high adsorption affinity between the dye and the surface [19,20].
The adsorption of Congo red on Chaff followed the linearized Langmuir model as shown in
Figure (2). The Langmuir isotherm can be expressed as follows [21]:
q m .K L .C e
Qe =
………………… (2)
(
1
K
.
C
)
+
L
e
Where
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Qe: amount adsorbed per unit weight of adsorbent at equilibrium (mg/g).
Ce: equilibrium concentration of adsorbate in solution after adsorption (mg/L).
qm (mg/g) and KL (L/mg) are the Langmuir isotherm constants.
The Langmuir isotherm constants are evaluated through linearization of equation (2).
………………… (3)
Ce
1
1
=
+ ( ).Ce
Qe qm K L
qm
Figure (2) showed the linear relationship of Ce / qe versus Ce. The values of Langmuir
constants as well as the correlation coefficient are presented in Table (1). The isotherm data
fit the Langmuir model well as indicated from the value of correlation coefficient.
The general shapes of Congo red adsorption isotherms at three different temperatures are
given in Figure (3). The results showed a slight increase in the amount of dye adsorbed on
Chaff with the increase of temperature; hence the adsorption process appeared endothermic.
The extent of adsorption of some dyes was found to increase with the increase of temperature
[22]. This means the interaction between Chaff and the dye molecules requires an appreciable
energy in order to take place. Endothermic dye uptake can also be attributed to the possibility
of occurring absorption or sorption process by the surface [23].
The basic thermodynamic quantities of adsorption of Congo red on Chaff were estimated
through calculating Xm values at different temperatures. The heat of adsorption (ΔH) may be
obtained from Van't Hoff equation:
constant, the
change in free energy (ΔG) could be determined from equation (DG = -RTlnK) and the
change in entropy (ΔS) was calculated from Gibbs equation: (
……
∆G = ∆
H − T .∆S ).
Table (2) and Figure (4) demonstrate these calculations.
Table (3) shows the basic thermodynamic values of adsorption of Congo red on chaff. An
adsorption of van der waals type is suggested to take place as indicated by these values. The
adsorption of Congo red on Chaff is endothermic as indicated by the positive value of
enthalpy (ΔHo). The negative value of free energy (∆Go) indicates the spontaneous nature of
the adsorption process of dye and the positive value of entropy (∆So) suggests the increase
randomness at the solid-solution interface during the adsorption of dye onto adsorbent surface
[24].
To evaluate the effectiveness of an adsorbent, the adsorption of Congo red dye on Chaff
surface was studied as a function of contact time, and the result is shown in Figure (5). The
adsorption rate of dye onto Chaff are observed to be very fast within the first few minutes and
gradually decrease and become almost constant after a period of 60 min.
The data for qt versus t during the initial hour of contact show a very fast increase in qt with
time, followed by a gradual plateau at quasi-equilibrium situations. The initial uptake is
attributed to surface adsorption. When the dye adsorption at the exterior surface reached the
saturation level, the dye begins to enter the pores of the Chaff surface and adsorbed by the
interior surface of the adsorbent particles. As the surface saturates with dye molecules, the
adsorption rate decreases due to an increase in the diffusion resistance. This means that the
pore diffusion is the rate-controlling step during dye adsorption [25].
Figure (5) showed rapid adsorption of dye in the first 10 min., and thereafter, the adsorption
rate decreased gradually. Nearly 91.8% of Congo red is removed from an aqueous solution
within 90 min. Numerous kinetic models have been proposed to elucidate the mechanism by
which pollutants are adsorbed. The mechanism of adsorption depends on the physical and / or
chemical characteristics of the adsorbent, as well as on the mass – transport process. The rate
constant of the dye removal from the solution by Chaff was determined using first order and
pseudo – second order equations.
The Lagergren first order rate equation was used to fit the experimental results. The integral
form of the model is [26]:
ln (qe - qt) = ln qe – k1 t
……………………………………… (4)
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Where qe (mg/g) is the equilibrium sorption capacity and qt (mg/g) is the amount of dye
adsorbed at time t (min), and k1 is the equilibrium first-order constant. Values of k1 for dyeChaff system were obtained from the slope of the plot of ln (qe-qt) vs. t Figure (7). The
adsorption kinetic parameters from Figure (6) are indicated in Table (4).
The adsorption data were also analyzed in terms of a pseudo - second order mechanism [2729]. The linearized-integral form of this model is:
t
qt

=

1

1

k2 qe

2

+ ( qe )t

……………………………………… (5)

Where k2 (g.mg -1.min-1) is the rate constant of the pseudo – second order adsorption.
If the initial adsorption rate is
h = k2 qe2
Then equation (5) becomes:
t
qt

=

1

h

……………………………………… (6)

1

+ ( qe )t

By plotting t/qt versus t Figure (7), a straight line could be obtained and qe, k2 and h can be
calculated. The adsorption kinetic parameters from Figure (7) are listed in Table (4). The fit
goodness of the models was at first expressed by the liner regression coefficients of
determination (R2): a relatively high R2 value indicated that the model successfully described
the kinetics sorption of dye. The R2 values Table (4) suggested that the process of dye
adsorption followed second-order kinetics. The structure of Chaff is cellulose based, and the
surface of cellulose in contact with water is negatively charged [30]. Congo red is an acidic
dye and contains negatively charged sulfonated group. So, it may be expected that the dye
have a low sorption affinity for the adsorbent surface.
In general, the mechanism of adsorption of dye by porous adsorbent may be determined by
the following four stages: (i) diffusion of molecules from the bulk phase towards the interface
space so-called external diffusion; (ii) diffusion of molecules inside the pores internal
diffusion; (iii) diffusion of molecules in the surface phase-surface diffusion; and (vi)
adsorption desorption elementary processes [30].
One or more of the previous steps may control the rate at which dye is adsorbed and the
quantity of dye adsorbed onto the solid particle. In many cases, there is a possibility that
intraparticle diffusion will be the rate-limiting step, which is normally determined using the
equation proposed by Weber and Morris [31]:
……………………………………… (7)

qe= kp t1/2 + C

Where qe (mg/g) is the amount adsorbed at time t, kp is the intraparticle rate constant (mg.min.g-1) and C is the intercept.
qe was found to be linearly correlated with t1/2. The kp values were calculated using correlation
analysis Table (5). The R2 value reveals the occurrence of an intraparticle diffusion process
[31]. The intraparticle diffusion plots are presented in Figure (8). It can also observed that the
plots did not pass through the origin, this was indicative of some degree of boundary layer
control (the larger the intercept, the greater the boundary-layer effect) and this further showed
that the intraparticle diffusion was not the only rate-limiting step, but other processes might
control the rate of adsorption. This confirms that sorption mechanism was a multi-step
process, involving adsorption on the external surface, diffusion into the interior, ion exchange
and inclusion complex formation, as previously reported [32].

1/2
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Conclusions
The Chaff could be employed as adsorbent in wastewater treatment for the removal of
congo red dye.
1. Langmuir isotherm model adequately described the adsorption of Congo red on chaff.
2. Congo red-Chaff reaction is endothermic and spontaneous as indicated by the positive
value of enthalpy (ΔH) and negative value of free energy change (ΔG)
3. The process of adsorption is relatively fast and nearly 92.9 % of Congo red removal is
achieved within 90 min. of contact between Chaff and the dye solution.
4. The kinetic of dye adsorption followed pseudo-second - order rate expression and
demonstrated that intraparticle diffusion plays a significant role in the adsorption mechanism.

References
1- Aboul-Kassim, T. A. T. and Simoneit, B. R. T. (1999) The Handbook of Environmental
Chemistry: Pollutant-Solid Phase Interactions, Vol. 5 Part E, Springer-Verlag Berlin
Heidelberg, p.6 (2001).
2- Sidat, M.; Kasan H. C. and Bux, F. (1999) Laboratory-scale investigation of biological
phosphate removal from municipal wastewaters, Water SA: 25: 459-462
3- Pagga, U. and Taeger, T. (1994) Decolouration of textile dyes in wastewaters by
photocatalysis with TiO2, Water Res. 28:1051-1057.
4- Reife, A. (1993) "Othmer Encyclopedia of Chemical Technology", John Wiley& Sons,
Inc.: New York, 8: 753-784.
5- Shenai, V. A. (2001) Non-ecofriendly textile chemicals and their probable substitutes- An
Overview, Indian J. Fiber Text. Res. 26: 50-54.
6- Greene, J. C. and Boughman, G. J. (1996) Effects of 46 dyes on population growth of
freshwater green alga Selenastrum capricornutum, Text. Chem. Color: 28: 23-30.
7- Majewska-Nowak, K.; Kowalska, I. and Kadsch-Korbutowicz, M. (2006) Ultrafiltration of
aqueous solutions containing a mixture of dye and surfactant Original Research Article,
Desalination, 198: 149-157.
8- Abu-El-Sha'r, W. Y.; Gharaibeh, S. H. and Mahmoud, S. (2000) Removal of dyes from
aqueous solutions using low-cost sorbents made of solid residues from olive-mill wastes
(JEFT) and solid residues from refined Jordanian oil shale, Environ. Geol., 39: 1090-1094.
9- Wu, J. N.; Eiteman, M. A.; Law, S. E. (1998) Evaluation of membrane fltration and
ozonation processes for treatment of reactive-dye wastewater, J. Environ. Eng.-ASCE, 124:
272-277.
10- Al-Haidary, M.; Zanganah, F. H.; Al-Azawi, S. R.; Khalili, F. I. and Al-Dujaili, A. H.
(2011) A Study on using Date Palm Fibers and Leaf Base of Palm as Adsorbents for Pb(II)
from Its Aqueous Solution, Water Air Soil Pollut, 214: 73-82.
11- Oakes, J. and Dixon, S. (2003) Adsorption of dyes to cotton and inhibition by polymers,
Color. Technol. 119: 140-149.
12- Gang, S. and Xiangjing, Xu. (1997) Sunflower stalks as adsorbents for color removal
from textile wastewater, Ind. Eng. Chem. Res., 36: 808-812.
13- Mittal, A.; Krishnan, L. and Gupta, V. K. (2005) Sorption processes and pollution:
Conventional and non-conventional sorbents for pollutant removal from wastewaters, Purif.
Technol., 43:125.
14- Cary, T. (2002)Partition and Adsorption of Organic Contaminants in Environmental
Systems, John Wiley & Sons, Inc., p.107.
15- Voyutsky, S. (1978) Colloid Chemistry, Mir Publishers, Moscow, pp. 91-116, 154-158.
16- Bagance, M. and Guiza, S. (2000) Elimination d'un colorant des effluents del' industrie
textile par adsorption, Ann. Chim. Sci. Mater, 25: 615-625.

171 | Chemistry

2013@‚b«@H2@ÖÜ»€a@I@26@Ü‹1a@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@ÚÓ‘Ój�n€a@Î@Úœäñ€a@‚Ï‹»‹€@·rÓ:a@Âig@Ú‹©
Ibn Al-Haitham Jour. for Pure & Appl. Sci.

Vol. 26 (2) 2013

17- Rytwo, G.; Nir, S.; Crespin, M. and Margulies, L. (2000),Adsorption and interactions of
methyl green with montmorillonite and sepiolite, J. Colloid Interface Sci., 222: 12-19.
18- Giles, C.H.; Macewan, T.H.; Nakhwa, S.N. and Smith, D. (1960) A System of
Classification of Solution Adsorption Isotherms, and its Use in Diagnosis of Adsorption
Mechanisms and in Measurement of Specific Surface Areas of Solids, J. Chem. Soc., 786:
3973-3993.
19- Giles, C. H.; Macewan, T. H.; Nakhwa ,S. N. and Smith, D. (1960) A system of
classification of solution adsorption isotherms, and its use in diagnosis of adsorption
mechanisms and in measurmeant of specific surface area of solids, J. Chem. Soc., 786: 39733993.
20- Ash, S.G.; Everett, D. H. and Findeneg, G. (1968) Thermodynamics of adsorption from
solution. Part 3. The parallel-laer model, Trans. Farad. Soc., 64: 2645-2666.
21- Liu ,H.; Chen, B.; Lan, Y. and Cheng, Y. (2004) Biosorption of Zn(II) and Cu(II) by the
indigenous Thiobacillus thiooxidans Hsuan, Chem. Eng. J., 97: 195–201.
22- Giles, C. H.; Greczek, J. J. and Nakhwa, (1961) Studies in adsorption. Part XIII.
Anomalous (endothermic) effects of adsorption on inorganic solids, J.Chem. Soc., 93-95.
23- Rawicz, Cates and Ruth(1968) Ibid., 50: 284.
24- Acemioglu, B. (2004) Adsorption of congo red from aqueous solution onto calcium-rich
fly ash, J. of Colloid and Interfaces science, 274: 371-379.
25- Lataye, D. H.; Mishra, I. M. and Mall, I. D. (2008) Removal of pyridine from aqueous
solution by adsorption on bagasse fly ash, Chemical Engineering Journal, 138: 35–46.
26- Namasivayama, C. and Kanchana, N. (1992) Removal of congo red from wastewater by
adsorption onto waste red mud, Chemosphere, 25: 1691.
27- Deo, N. and Ali ,M. (1993) Dye adsorption by new low cost material Congo Red – Indian,
Indian J. Environ. Prot., 13: 496-508.
28- Han, R.; Wang, Y.; Han, P.; Yang, J.; Shi, J. and Lu, Y. (2006) Removal of methylene
blue from aqueous solution by chaff in batch mode, J. of Hazardous Materials, B137: 550557.
29- Ho, Y. S. and Mckay, G. (1998), Kinetic models for the sorptiom and of dye from
aqueous solution by wood, Chem. Eng. J., 70: 115-124.
30-Browski, A. (2001) Laser digitization of casts to determine the effect of tray selection and
cast formation technique on accuracy, Advances in Colloid and Interface Science, 93:135224.
31- Al-Asheh ,S.; Banat, F. and Abu-Aitah, L. (2003) Adsorption of phenol using different
types of activated bentonites. Separation and Purification Technology, Sep. Purif. Technol.,
33(1): 1-10.
32- Grini, G.; peindy, H. N.; Grimbert, F. and Robert, C. (2007) Basic Green 4 (Malachite
Green) from aqueous solutions by adsorption using cyclodextrin-based adsorbent: Kinetic and
equilibrium studies, separation and Technology 53: 97-110.

172 | Chemistry

2013@‚b«@H2@ÖÜ»€a@I@26@Ü‹1a@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@ÚÓ‘Ój�n€a@Î@Úœäñ€a@‚Ï‹»‹€@·rÓ:a@Âig@Ú‹©
Ibn Al-Haitham Jour. for Pure & Appl. Sci.

Vol. 26 (2) 2013

Table (1): Langmuir constants for the adsorption of Congo red on Chaff
R2
qo
KL
0.8990

10.25641

0.115412

Table (2): Effect of temperature on the maximum adsorbed quantity for adsorption
of Congo red onto Chaff
Xm(mg/g) ln(Xm)
T (k)
103/T (k-1)
Ce =15.40
298
3.36
3.24
1.18
313
3.19
3.42
1.23
328
3.05
3.59
1.28
Table (3):Values of thermodynamic functions of adsorption process of Congo red on
Chaff at 25 oC
∆H kJ .mol
∆G kJ.mol
∆S J.mol .K 1
-1

+2.779

-1

-3.560

-1

-

+21.272

Table (4): Adsorption kinetic parameters of dye on Chaff
k1

Pseudo-first order
qe

R2

0.0203

0.3229

0.6427

(min-1)

(mg/g)

k2

(g. mg-1 .min-1)

0.9169

Pseudo-second order
qe
R2
(mg/g)

1.6268

1

h

(mg. g-1 .min-1)

2.4266

Table (5):The intraparticle rate constant for the adsorption of dye onto Chaff
kp (mg.g-1.min-1/2)
Intercept
R2
0.045
1.3096
0.8557

Scheme (1): The chemical structure of Congo Red
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Fig. (1) :Adsorption isotherm of Congo red on Chaff at pH ≈ 6.8 and constant
temperature (25oC)
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Fig.( 2):Linear form of Langmuir isotherm of Congo red on chaff
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Fig. (3): Adsorption isotherms of Congo red on Chaff at pH» 6.8 and different
temperatures
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Fig. (4): Plot of ln Xm against reciprocal absolute temperature for adsorption of Congo
red on Chaff
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Fig.( 5): Adsorption kinetics of Congo red on Chaff
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Fig.( 6):The applicability of the pseudo first order kinetic model to Congo red on chaff
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Fig. (7):The applicability of the pseudo second order kinetic model to Congo red on
chaff
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Fig. (8): The intraparticle diffusion model for adsorption of Congo red by Chaff
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ازاﻟﺔ ﺻﺒﻐﺔ اﻟﻜﻮﻧﻐﻮ اﻟﺤﻤﺮاء ﻣﻦ ﻣﺤﻠﻮﻟﮭﺎ اﻟﻤﺎﺋﻲ ﺑﺎﺳﺘﺨﺪام ﻗﺸﻮر اﻟﺤﻨﻄﺔ
اﻟﻤﺤﻠﯿﺔ  :دراﺳﺔ ﺣﺮﻛﯿﺔ وﺛﺮﻣﻮدﯾﻨﺎﻣﯿﻜﺔ
ﻋﺒﺪاﻟﻤﺤﺴﻦ ﻋﺒﺪاﻟﺤﻤﯿﺪ اﻟﺤﯿﺪري
ﻗﺴﻢ ﻋﻠﻮم اﻟﻜﯿﻤﯿﺎء  /ﻛﻠﯿﺔ اﻟﺘﺮﺑﯿﺔ ﻟﻠﻌﻠﻮم اﻟﺼﺮﻓﺔ )أﺑﻦ اﻟﮭﯿﺜﻢ(  /ﺟﺎﻣﻌﺔ ﺑﻐﺪاد
ﺳﺠﻰ ﺻﺎﻟﺢ ﺟﺒﺎر اﻟﻄﻮﯾﻞ
ﻗﺴﻢ اﻟﻜﯿﻤﯿﺎء /ﻛﻠﯿﺔ اﻟﻌﻠﻮم /ﺟﺎﻣﻌﺔ اﻟﻘﺎدﺳﯿﺔ
ﻟﯿﺚ ﺳﻤﯿﺮ ﺟﺎﺳﻢ
ﻗﺴﻢ اﻟﻜﯿﻤﯿﺎء  /ﻛﻠﯿﺔ اﻟﺘﺮﺑﯿﺔ  /ﺟﺎﻣﻌﺔ اﻟﻘﺎدﺳﯿﺔ
اﺳﺘﻠﻢ اﻟﺒﺤﺚ ﻓﻲ  20 :ﺗﺸﺮﯾﻦ اﻟﺜﺎﻧﻲ  ، 2011ﻗﺒﻞ اﻟﺒﺤﺚ ﻓﻲ  18 :آذار 2012

اﻟﺨﻼﺻﺔ

ﯾﻌﻨﻰ ھﺬا اﻟﺒﺤ�ﺚ ﺑﺪراﺳ�ﺔ أﻣﺘ�ﺰاز ﺻ�ﺒﻐﺔ اﻟﻜﻮﻧﻐ�ﻮ اﻟﺤﻤ�ﺮاء ﻣ�ﻦ ﻣﺤﻠﻮﻟﮭ�ﺎ اﻟﻤ�ﺎﺋﻲ ﻋﻠ�ﻰ ﺳ�ﻄﺢ ﻗﺸ�ﻮر اﻟﺤﻨﻄ�ﺔ ،وﻛ�ﺎن
اﻟﻐﺮض ﻣﻦ اﻟﺪراﺳ�ﺔ ھ�ﻮ اﻟﺒﺤ�ﺚ ﻋ�ﻦ أﻓﻀ�ﻞ اﻟﻈ�ﺮوف اﻟﻮاﺟ�ﺐ ﺗﻮﻓﺮھ�ﺎ ﻓ�ﻲ ﻋﻤﻠﯿ�ﺔ ﺗﻨﻘﯿ�ﺔ اﻟﻤﯿ�ﺎه .ﺑﯿﻨ�ﺖ اﻟﺪراﺳ�ﺔ ان اﯾﺰوﺛﯿ�ﺮم
اﻣﺘﺰاز اﻟﺼﺒﻐﺔ ﻧﻮع ) (Lطﺒﻘﺎ ﻟﺘﺼﻨﯿﻒ  Gilesوان ﻋﻤﻠﯿﺔ اﻻﻣﺘﺰاز ﺗﺘﺒﻊ اﯾﺰو ﺛﯿﺮم ﻻﻧﻜﻤﺎﯾﺮ.
ﺗ�ﻢ دراﺳ�ﺔ ﻋﻤﻠﯿ�ﺔ اﻣﺘ�ﺰاز اﻟﺼ�ﺒﻐﺔ ﻋﻠ�ﻰ ﺳ�ﻄﺢ ﻗﺸ�ﻮر اﻟﺤﻨﻄ�ﺔ ﻋﻨ�ﺪة ﺛ�ﻼث درﺟ�ﺎت ﺣﺮارﯾ�ﺔ ) ،(55, 40, 25oCﻛﻤ�ﺎ ﺣﺴ�ﺒﺖ
اﻟ��ﺪوال اﻟﺜﺮﻣﻮدﯾﻨﺎﻣﯿﻜﯿ��ﺔ ) (∆Ho,∆So,∆Goﻟﻌﻤﻠﯿ��ﺔ اﻻﻣﺘ��ﺰاز .وﻗ��ﺪ وﺟ��ﺪ ان ﻛﻤﯿ��ﺔ اﻣﺘ��ﺰاز اﻟﺼ��ﺒﻐﺔ ﺗ��ﺰداد ﻣ��ﻊ زﯾ��ﺎدة درﺟ��ﺔ
اﻟﺤﺮارة )اﻣﺘﺰاز ﻣﺎص ﻟﻠﺤﺮارة(.
ً
أن اﻟﺰﻣﻦ اﻟﻼزم ﻟﺤﺪوث اﻻﺗﺰان ﻓﻲ ﻋﻤﻠﯿﺔ اﻣﺘﺰاز اﻟﺼﺒﻐﺔ اﻟﻤﺬﻛﻮرة أﻧﻔﺎ ھﻮ  90دﻗﯿﻘﺔ .وﻗﺪ وﺟﺪ ان ﻛﻤﯿﺔ اﻻﻣﺘ�ﺰاز اﻟﻘﺼ�ﻮى
ﻟﺼﺒﻐﺔ اﻟﻜﻮﻧﻐﻮ اﻟﺤﻤﺮاء ﻋﻠﻰ ﺳﻄﺢ ﻗﺸﻮر اﻟﺤﻨﻄﺔ ھﻲ  %92.9ﻋﻨﺪ درﺟﺔ ﺣﺮارة  25م.o
أظﮭﺮت ﻧﺘﺎﺋﺞ ﺣﺮﻛﯿﺔ اﻻﻣﺘﺰاز وﺑﺘﻄﺒﯿﻖ ﻗﻮاﻧﯿﻦ اﻟﺴﺮﻋﺔ ﻣﻦ اﻟﻤﺮﺗﺒﺔ اﻻوﻟﻰ واﻟﺜﺎﻧﯿ�ﺔ ﺑ�ﺎن ﻋﻤﻠﯿ�ﺔ اﻣﺘ�ﺰاز اﻟﺼ�ﺒﻐﺔ ﻋﻠ�ﻰ ﺳ�ﻄﺢ
ﻗﺸﻮر اﻟﺤﻨﻄﺔ ﺗﺘﺒﻊ ﻗﺎﻧﻮن اﻟﺴﺮﻋﺔ ﻣﻦ اﻟﻤﺮﺗﺒﺔ اﻟﺜﺎﻧﯿﺔ .ﻧﻮﻗﺸﺖ اﻟﻨﺘﺎﺋﺞ ﻋﻠﻰ ﺿ�ﻮء اﻟﺘﺮﻛﯿ�ﺐ اﻟﻜﯿﻤﯿ�ﺎﺋﻲ ﻟﻠﺼ�ﺒﻐﺔ وطﺒﯿﻌ�ﺔ ﺳ�ﻄﺢ
ﻗﺸ��ﻮر اﻟﺤﻨﻄ��ﺔ .طﺒ��ﻖ ﻗ��ﺎﻧﻮن اﻻﻧﺘﺸ��ﺎر اﻟﻀ��ﻤﻨﻲ ﻟﻠ��ﺪﻗﺎﺋﻖ ﻟﺪراﺳ��ﺔ ﺣﺮﻛﯿ��ﺔ اﻣﺘ��ﺰاز اﻟﺼ��ﺒﻐﺔ ،وﻗ��ﺪ أظﮭ��ﺮت اﻟﻨﺘ��ﺎﺋﺞ ان اﻻﻧﺘﺸ��ﺎر
اﻟﻀﻤﻨﻲ ﻟﻠﺪﻗﺎﺋﻖ ﯾﻠﻌﺐ دوراً رﺋﯿﺴﯿﺎ ً ﻓﻲ ﻋﻤﻠﯿﺔ اﻻﻣﺘﺰاز.
اﻟﻜﻠﻤﺎت اﻟﻤﻔﺘﺎﺣﯿﺔ  :اﻻﻣﺘﺰاز ،ﺻﺒﻐﺔ اﻟﻜﻮﻧﻐﻮ اﻟﺤﻤﺮاء ،ﻗﺸﻮر اﻟﺤﻨﻄﺔ
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